BOLLARD
ACCESSORIES

(SPECIFY AS SUFFIX
TO BOLLARD NO.)

MAIL BOX

SINGLE MBS

MAIL BOX D) @
DOUBLE MBD
o
DUPLEXORG.FI. [ DUP

RECEPTACLE = GFI
WITH COVER

BOLLARD —0 BEB

EYE BOLT

B8EL STANDARD DIFFUSER:
OPAL SMOOTH ACRYLIC

OPTIONS:

CLEAR SMOOTH ACRYLIC

WITH INTERNAL LOUVER.......coconninnniiannnns IL

CLEAR SMOOTH ACRYLIC

WITH PRISMATIC GLASS TYPE V.......... PG-V

CLEAR SMOOTH ACRYLIC

WITH PRISMATIC GLASS TYPE IIl......... PG-IlI

CAST LOUVERS.......covssmmninnmssnnssnnsssnsanns CL

HOUSE SIDE SHIELD 90'.......cccvseruenas HS90°
135 HS135°
180" HS180°

PHOTO CELL + VOLTAGE

(EXAMPLE: PC120V)....ovsuerisenssansssnnns PC+V

SINGLE FUSE (120V., 277V.).cccccnninnrssnnsanns SF

DOUBLE FUSE (208V., 240V., 480V.).......... DF
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CAST ALUMINUM CONSTRUCTION
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7" DIA. BOLT
CIRCLE
45" 42"
| HAND HOLE
. & LOCATION
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B8C-CAP i
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7" DIA. BOLT
CIRCLE
39" 43"
|_v_l
HAND HOLE
LOCATION
_"_ L L
121" ]
BALLASTS ARE H.P.F./C.W.A. AUTOTRANSFORMER,
-20° STARTING TEMPERATURE
HIGH FOR
METAL  PRESSURE  MERCURY FLUOR.
HALIDE  SODIUM VAPOR LAMPS
CONSULT
50W. 50W. 50W. joow. FACTORY
BS8EL < 7ow. 70W. 75W. , ,
100W. 100W. 100W. UL, Listed for
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